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2. TEST SUMMARY
The Product has been tested according to the following specifications:
EMISSION (EN301489-1, EN301489-3, EN301489-17)
Standard Test Item Limit Judgment Remark
Conducted Emission Class B N/A
EN 55032
Radiated Emission Class B PASS
. . ClassAorD
EN 61000-3-2 Harmonic Current Emission NOTE (2) N/A
EN 61000-3-3 Voltage Fluctuations & Flicker -- N/A
EMC Immunity
Section Performance
EN 55035 Test Item Criteria Judgment Remark
EN 61000-4-2 Electrostatic Discharge B PASS
EN 61000-4-3 RF electromagnetic field A PASS
EN 61000-4-4 Fast transients B N/A
EN 61000-4-5 Surges B N/A
EN 61000-4-6 Injected Current A N/A
EN 61000-4-8 Power Frequ.ency Magnetic A N/A
Field
. . B/C/C
EN 61000-4-11 Volt. Interruptions Volt. Dips NOTE (3) N/A

NOTE:

(1)” N/A” denotes test is not applicable in this Test Report

(2) The power consumption of EUT is less than 75W and no Limits apply.

(3) Voltage dip: 100% reduction — Performance Criteria B
Voltage dip: 30% reduction — Performance Criteria C
Voltage Interruption: 100% Interruption — Performance Criteria C

(4) For client’s request and manual description, the test will not be executed.

N
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3. MEASUREMENT UNCERTAINTY

3.1 TEST FACILITY

Shenzhen ZKT Technology Co., Ltd.
Add.: ZKT Building & 1/F, No. 101, Building B, No. 6, Tangwei Community Industrial Avenue, Fuhai
Street, Bao'an District, Shenzhen, China

FCC Test Firm Registration Number: 927491
Designation Number: CN1431

IC Registered No.: 27033

CAB identifier: CN0110

Designation Number: CN0110

3.2 MEASUREMENT UNCERTAINTY

The reported uncertainty of measurement y + U - where expended uncertainty U is based on a standard
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uncertainty multiplied by a coverage factor of k=2 -providing a level of confidence of approximately 95 %.

No. Item Uncertainty
3m camber Radiated spurious _

! emission(30MHz-1GHz) U=4.3dB
3m chamber Radiated spurious _

2 emission(1GHz-18GHz) U=d2db

3 Conducted Emission (150kHz-30MHz) U=3.20dB

N
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4.1. GENERAL DESCRIPTION OF EUT

EUT Name
Trademark
Model No.

Serial Models
Model Difference

Power Supply

Battery Capacity
Modulation Type

Operation frequency

Antenna Type

Antenna Gain

Wireless Speaker
N/A
MO2378

N/A

N/A

Input: 5V === 3A, 9V === 3A
Output: DC5V===1A, 7.5V=—=1A, 9V=—=1.1A, 12V===1.25A
3.7V, 1200mAh, 4.44Wh (Only supports playing music)

GFSK, m/4-DQPSK, 8-DPSK for BDR/EDR
ASK for WPT

2402 ~ 2480MHz for BDR/EDR
110kHz ~ 205kHz for WPT

PCB Antenna for BDR/EDR
Loop Coil Antenna for WPT
Band Gain
2.402 - 2.48 GHz 0dBi
110 - 205kHz 0dBi

Note the antenna gain is provided by the customer, and the final test result
has nothing to do with us.

Intend use environment Residential, commercial and light industrial environment
Note:

1. For a more detailed features description, please refer to the manufacturer’s specifications or the
User's Manual.
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4.2. DESCRIPTION OF TEST MODES

To investigate the maximum EMI emission characteristics generates from EUT, the test system
was pre-scanning tested base on the consideration of following EUT operation mode or test
configuration mode which possible have effect on EMI emission level. Each of these EUT
operation mode(s) or test configuration mode(s) mentioned above was evaluated respectively.

For all Test Mode
Mode 1

Description

Bluetooth Link + Wireless Charging Working Mode

4.3. DESCRIPTION OF TEST SETUP

E-2
Phone
C1
E-1 E-3
EUT AC/DC Adapter

4.4. DESCRIPTION TEST PERIPHERAL AND EUT PERIPHERAL

The EUT has been tested as an independent unit together with other necessary accessories or support

units. The following support units or accessories were used to form a representative test configuration
during the tests.

Item Equipment Mfr/Brand Model/Type No. Series No. Note
E-1 Wireless Speaker N/A MO2378 N/A EUT
E-2 Phone Apple IPhone 13Pro N/A Auxiliary
E-3 AC/DC Adapter UGREEN X569 E63003923231 Aucxiliary
Iltem | Shielded Type Ferrite Core Length Note

C1 NO NO 0.8M Type-C USB Cable

Note:

(1)  The support equipment was authorized by Declaration of Confirmation.
2) For detachable type 1/O cable should be specified the length in cm in TLengtha column.

N
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Conduction Emissions Test
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Iltem | Equipment Manufacturer | Type No. Serial No. \F/gg;g?]re Last calibration | Calibrated until
1 LISN R&S ENV216 101471 N/A Sep. 23, 2025 | Sep. 22, 2026
2 LISN CYBERTEK | EM5040A | E1850400149 | N/A Sep. 19, 2025 | Sep. 18, 2026
3 | Test Cable N/A C-01 N/A N/A May. 25, 2026 | May. 24, 2027
4 | Test Cable N/A C-02 N/A N/A May. 25, 2026 | May. 24, 2027
5 | Test Cable N/A C-03 N/A N/A May. 25, 2026 | May. 24, 2027
6 |gun et R&S ESCI3 101393 442 SP3 | Oct. 24,2025 | Oct. 23, 2026

eceiver
7 X”p'e"'o"p N/A RF300 9194 N/A Sep. 19, 2025 | Sep. 18, 2026
ntenna
8 | Absorbing Clamp | DZ ZN23201 15034 N/A Sep. 23, 2025 | Sep. 22, 2026
9 | EMC Software | Frad EzEmMC | yorEMCCON |ya \ \
Radiation Emissions Test
. . Firmware . . . .
ltem Equipment Manufacturer Type No. Serial No. Version Last calibration | Calibrated until
Spectrum Analyzer
1 (9KHz-26.5GHz) KEYSIGHT N9020A MY55370835 | A.17.05 | Sep. 20,2025 | Sep. 19, 2026
Spectrum Analyzer
2 (10kHz-39.9GHz) R&S FSV40-N 100363 1.71 SP2 | Sep. 20,2025 | Sep. 19, 2026
EMI Test Receiver
3 (9KHz-7GHz) R&S ESCI7 100969 4.32 Oct. 24, 2025 Oct. 23, 2026
Bilog Antenna
4 (30MHz-1500MHz) Schwarzbeck | VULB9168 00877 N/A Sep. 20, 2025 | Sep. 19, 2026
Horn Antenna .
5 (1GHz-18GHz2) Agilent AH-118 071145 N/A Sep. 20, 2025 | Sep. 19, 2026
Horn Antenna
6 (15GHz-40GHz) A.H.System SAS-574 588 N/A Sep. 30, 2025 | Sep. 29, 2026
7 Loop Antenna TESEQ HLA6121 58357 N/A Sep. 20, 2025 | Sep. 19, 2026
Amplifier EM EM330
8 | (30-1000MHz) | Electronics | Amplifier 60747 N/A | Sep. 19,2025 | Sep. 18, 2026
Amplifier .

9 (1GHZ-26.5GHz) HuiPu 8449B 3008A00315 N/A Sep. 19, 2025 | Sep. 18, 2026
10 Amplifier QuanJuDa DLE-161 097 N/A Oct. 24, 2025 Oct. 23, 2026
(500MHz-40GHz) T CT
11 Test Cable N/A R-01 N/A N/A May 25, 2026 May 24, 2027
12 Test Cable N/A R-02 N/A N/A May 25,2026 | May 24, 2027
13 Test Cable N/A R-03 N/A N/A May 26, 2026 May 25, 2027
14 | D.C. Power Supply LongWei TPR-6405D N/A N/A \ \
15 |  EMC Software Frad Ez.EmMc | VEREMC-CO | \a \ \

N 3A1.1
16 Turntable MF MF-7802BS N/A N/A \ \
17 Antenna tower MF MF-7802BS N/A N/A \ \
= il o



https://www.sogou.com/link?url=DSOYnZeCC_qv_5BaQ6x8X0ZJhnaYEB4BnN-M8twqkBSwHNPFi_XwIZRkdyISalkFIeZ8aQ291kY.

Harmonic / Flicker Test
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Iltem | Kind of Equipment | Manufacturer | Type No. Serial No. F\l/rerr;;\i/g;e Last calibration | Calibrated until
1 | Harmonic & Flicker | , HTEC AC2000A 548549 1.21 Sep. 19,2025 | Sep. 18, 2026
Instruments
2 AC Power Source / HPHF4010 [JN1022090795| DAL40 Sep. 19, 2025 Sep. 18, 2026
Electrostatic discharge Test
Item | Kind of Equipment | Manufacturer | Type No. Serial No. F\l/rg:;\i/srr]e Last calibration | Calibrated until
ESD TEST
1 GENERATOR HTEC HESD16 / 004307 Sep. 19, 2025 Sep. 18, 2026
Radiated, radio-frequency, electromagnetic field immunity Test
Item | Kind of Equipment | Manufacturer Type No. Serial No. F\l/rg:;\i/srr]e Last calibration | Calibrated until
1 Power meter Keysight E4419B GB43316770 N/A Jul. 01, 2026 Jun. 30, 2027
2 Signal Generator Agilent N5181A MY50145618 N/A Jul. 01, 2026 Jun. 30, 2027
3 | Power Amplifier MKT MPAZ'ggQLOOO' MDA26041119|  N/A Jul. 01,2026 | Jun. 30, 2027
4 | Power Amplifier MKT M%’Sjggs\fo MPA2604120 N/A Jul. 01,2026 | Jun. 30, 2027
5 Field Probe Narda EP601 811Z2X10305 N/A Jul. 01, 2026 | Jun. 30, 2027
6 Power Probe Keysight E9304A H18 | MY55200008 N/A Jul. 01, 2026 | Jun. 30, 2027
7 Power Probe Keysight E9304A H18 | MY41495444 N/A Jul. 01,2026 | Jun. 30, 2027
8 RS Antenna QJD QJD9129 202605001 N/A Jul. 01,2026 | Jun. 30, 2027
9 RS Software DS TS+ 5.0.0.2 N/A \ \
EFT and Surge and Voltage dips and interruptions Test
Item | Kind of Equipment | Manufacturer Type No. Serial No. F\|/rg:;\ilgr|;e Last calibration | Calibrated until
1 Surge Generator HTEC HCOMPACT5 202501 V1.3.4 Sep. 19, 2025 Sep. 18, 2026
2 DIPS Generator HTEC HV1P16T 202501 V1.3.4 Sep. 19, 2025 Sep. 18, 2026
3 EFT/B Generator HTEC HCOMPACT5 202501 V1.3.4 Sep. 19, 2025 Sep. 18, 2026
4 EFT/B Clamp HTEC H3C / N/A Sep. 19, 2025 Sep. 18, 2026
For Magnetic Field Immunity Test
Iltem | Kind of Equipment | Manufacturer Type No. Serial No. F\'/ré?;\i/g;e Last calibration | Calibrated until
1 Generator HTEC HFMG 100 202602 V2.1-182802 | Sep. 19, 2025 | Sep. 18, 2026
Radio-frequency fields Immunity Test
Item | Kind of Equipment | Manufacturer Type No. Serial No. F\'/ré?;\i/g;e Last calibration | Calibrated until
1 Signal Generator TESEQ NSG4070-75 31477 V1.30 Sep. 19, 2025 | Sep. 18, 2026
SCHWARZBEC CDN
2 CDN K M2/M3PE 16A 00128 N/A Sep. 19, 2025 | Sep. 18, 2026
3 Attenuator GuoRenTong SGR_'SCJ:%'GC’B N/A N/A Sep. 19, 2025 | Sep. 18, 2026
4 CS Software SKET EMC-S V2.1.3.23 N/A \ \
w 2 «
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5. EMC EMISSION TEST

5.1. CONDUCTED EMISSION MEASUREMENT

5.1.1. POWER LINE CONDUCTED EMISSION
(Frequency Range 150KHz-30MHz)

Class A (dBuV) Class B (dBuV)
FREQUENCY (MHz)
Quasi-peak Average Quasi-peak Average
0.15-0.5 79.00 66.00 66 - 56 * 56 - 46 *
0.50 -5.0 73.00 60.00 56.00 46.00
5.0 -30.0 73.00 60.00 60.00 50.00
Note:

(1) The tighter limit applies at the band edges.

(2) The limit of " * " marked band means the limitation decreases linearly with the logarithm of the
frequency in the range.

The following table is the setting of the receiver

Receiver Parameters Setting
Attenuation 10 dB
Start Frequency 0.15 MHz
Stop Frequency 30 MHz
IF Bandwidth 9 kHz
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5.1.2. TEST PROCEDURE

a. The EUT was placed 0.8 meters from the horizontal ground plane with EUT being connected to the
power mains through a line impedance stabilization network (LISN). All other support equipments
powered from additional LISN(s). The LISN provide 50 Ohm/ 50uH of coupling impedance for the
measuring instrument.

b. Interconnecting cables that hang closer than 40 cm to the ground plane shall be folded back
and forth in the center forming a bundle 30 to 40 cm long.

c. /0 cables that are not connected to a peripheral shall be bundled in the center. The end of the
cable may be terminated, if required, using the correct terminating impedance. The overall
length shall not exceed 1 m.

d. LISN at least 80 cm from nearest part of EUT chassis.

e. For the actual test configuration, please refer to the related Item —EUT Test Photos.

5.1.3. TEST SETUP

Vertical Reference
Ground Plane ~ TestReceiver
Vi
—ni————

1
EUT L= I T
40cm z A‘“’manaa
[ 1 L 1
80cm
ISH _
[ L1 ||

N =
\H orizontal Reference
Ground Plane

Hote: 1. 5Support uniis were connected to second LISH.
ZBoth of LISHNs[{AMHNH] are 80 cm from EUT and at least &0
from otherunits and other metal planes

5.1.4. EUT OPERATING CONDITIONS

The EUT tested system was configured as the statements of 2.2 Unless otherwise a special operating
condition is specified in the follows during the testing.

5.1.5. TEST RESULTS

N/A
Only AC products need to test this item, DC products are not applicable.
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5.2. RADIATED EMISSION MEASUREMENT

5.2.1. LIMITS OF RADIATED EMISSION MEASUREMENT (Below 1000MHz)
Class A (at 10m) Class B (at 10m)
FREQUENCY (MHz)
dBuV/m dBuV/m
30 -230 40 30
230 - 1000 47 37
5.2.2. LIMITS OF RADIATED EMISSION MEASUREMENT (Above 1000MHz)
Class A (at 10m) dBuV/m Class B (at 10m) dBuV/m
FREQUENCY (MHz)
Peak Avg Peak Avg
1000-3000 76 56 70 50
3000-6000 80 60 74 54
Notes:

(1) The limit for radiated test was performed according to as following:
CISPR 22/ FCC PART 15B /ICES-003.
(2) The tighter limit applies at the band edges.

(3) Emission level (dBuV/m)=20log Emission level (uV/m).

5.2.3. TEST PROCEDURE

a.

b.

The measuring distance of at 10 m shall be used for measurements at frequency up to 1GHz. For
frequencies above 1GHz, any suitable measuring distance may be used.

The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 10 meter open area
test site. The table was rotated 360 degrees to determine the position of the highest radiation.

. The height of the equipment or of the substitution antenna shall be 0.8 m; the height of the test antenna

shall vary between 1 m to 4 m. Both horizontal and vertical polarizations of the antenna are set to make
the measurement.

. The initial step in collecting conducted emission data is a spectrum analyzer peak detector mode

pre-scanning the measurement frequency range. Significant peaks are then marked and then Quasi
Peak detector mode re-measured.

. If the Peak Mode measured value compliance with and lower than Quasi Peak Mode Limit, the EUT

shall be deemed to meet QP Limits and then no additional QP Mode measurement performed.

. For the actual test configuration, please refer to the related Iltem —EUT Test Photos.
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5.2.4. TEST SETUP

(&) Radiated Emission Test Set-Up, Frequency Below 1000MHz

- 3m e
Turntable L 1 s,
Spectrum \\ EUT o
Analyzer ID.Em
I — >
Ground Plane

Coaxial Cable

(B) Radiated Emission Test Set-UP Frequency Over 1GHz

Turntable - 3m ——

\ EUT

15m | Imtodm

Spectrum

Analyzer

—_— T

P
Ground Plane ; /

Coaxial Cable

5.2.5. EUT OPERATING CONDITIONS
The EUT tested system was configured as the statements of 2.2 Unless otherwise a special

operating condition is specified in the follows during the testing.
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5.2.6. TEST RESULTS (30-1000MHz)

Project No.: ZKT-2608251577E-2
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Temperature: 24 °C Relative Humidity: 54%
Pressure: 1010 hPa Polarization : Horizontal
Test Voltage : DC 9V Test Mode: Mode 1
80.0 dBu¥/m
70
60
50 FHSSA37-RifEkayrBEge
| s
40 i
1 2
20 J}ﬁﬁ’}m {t,.vl N h JJif V‘ \‘U\w_ﬁ 42 |
kst
Vgt
0.0
30000 60 100 [MHz] 500 1000.0
No Frequency | Reading | Factor Level Limit |[Margin Bieios
: (MHz) (dBuv) | (dB/m) |(dBuV/m)|(dBuv/m)| (dB)
1 35.3750 40.16 -16.18 23.98 40.00 |-16.02| QP
2 75.7114 4472 -19.82 24 .90 40.00 |[-15.10] QP
3 172.5988 42.25 -19.96 22.29 40.00 |-17.71] QP
4 202.1005 51.86 -21.89 29.97 40.00 |-10.03] QP
5 283.9791 59.49 -19.21 40.28 4700 |-6.72 | QP
6 417 6411 4273 -20.57 22.16 47.00 |-24.84| QP
Notes:
1. An initial pre-scan was performed on the peak detector.
2. Quasi - Peak measurement were performed at the frequencies with maximized peak emission.
3. The emission levels of other frequencies are very lower than the limit and not show in test report.
4. Final Level = Reading level + Correct Factor.
5. Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.
6. Margin = Measurement Level-Limit.
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Temperature: 24 °C Relative Humidity: 54%
Pressure: 1010 hPa Polarization : Vertical
Test Voltage : DC 9v Test Mode: Mode 1
20.0 dBu¥/m
70
(1]
50 ENS5032 REsChaBESNE
a0 l

30

20

10

i

AT

¥
0.0
30000 (H1] 100 MHz] 500 1000.0
No Frequency | Reading | Factor Level Limit 'Margin' o tacioe
: (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 35.0048 5491 | -18.81 | 36.10 | 40.00 [-390| QP
2 42.7496 4761 | -18.24 | 2937 | 40.00 [-1063]| QP
3 75.4464 5200 | -22.18 | 29.82 | 40.00 [-10.18] QP
4 167.8243 49.99 -22.71 27.28 40.00 |-12.72| QP
5 | 197.2001 | 51.10 | -23.69 | 27.41 | 40.00 [-1259| QP
6 307.8313 54 .21 -22.65 31:56 47.00 |-1544| QP
Notes:
1. An initial pre-scan was performed on the peak detector.
2. Quasi - Peak measurement were performed at the frequencies with maximized peak emission.
3. The emission levels of other frequencies are very lower than the limit and not show in test report.
4. Final Level = Reading level + Correct Factor.
5. Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.
6. Margin = Measurement Level-Limit.
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5.2.7. TEST RESULTS(1000-6000MHz)

Project No.: ZKT-2608251577E-2
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Temperature: 24 C Relative Humidity: 54%
Pressure: 1010 hPa Polarization : Horizontal
Test Voltage : DC 9V Test Mode : Mode 1
80.0 dBu¥Y/m
ENS5032 RE-Class B Abgve 1Ghz 3M[Pedk)
70
60
EM55032 lass B Allove 1Ghz 3M[Ave)
50 11
W%MMWW L.YJ e e
40
2
10 ¥
30 - i i N«M#rw-m il i AV G
20
10
0.0
1000.000 (MHz) 4000 6000.0
No Frequency | Reading Factor Level Limit |Margin Detaciar
) (MHz) (dBuV) (dB/m) |[(dBuV/m) |(dBuV/m)| (dB)
1 1101.590 41.37 -2.03 39.34 70.00 -30.66 | peak
2 1101.590 28.93 -2.03 26.90 50.00 -23.10| AVG
3 1499.209 42.14 -1.72 4042 70.00 -29.58 | peak
4 1499.209 29.55 -1.72 27.83 50.00 -22.17 | AVG
5 1806.300 30.08 -1.48 28.60 50.00 -21.40| AVG
6 1816.035 43.15 -1.47 41.68 70.00 -28.32 | peak
4 2423 297 45.55 -1.00 44 55 70.00 -25.45| peak
8 2423 297 35.23 -1.00 34.23 50.00 -15. 77| AVG
9 3620.034 45.02 -0.07 44 95 74.00 -29.05| peak
10 3633.029 32.74 -0.06 32.68 54.00 -21.32| AVG
11 5217.416 47.03 1.18 48.21 74.00 -25.79 | peak
12 5217.416 33.55 1.18 34.73 54.00 -19.27 | AVG
Notes:
1. Aninitial pre-scan was performed on the peak detector.
2. Quasi - Peak measurement were performed at the frequencies with maximized peak emission.
3. The emission levels of other frequencies are very lower than the limit and not show in test report.
4. Final Level = Reading level + Correct Factor.
5. Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.
6. Margin = Measurement Level-Limit.

N
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Temperature: 24 °C Relative Humidity: 54%
Pressure: 1010 hPa Polarization : Vertical
Test Voltage : DC 9V Test Mode : Mode 1

80.0 dBu¥Y/m

70

EH%IBZ RE-Class B Abdve 1Ghz SM[PeJk]

60

ENS5032 RE £ Aljov hz IM([A 1‘]
. ¥
) , ) 8 :WWMW»W“
il e e s R 12
7 R e .
30 1 g PR o o
—g_ . 1 EEE— -
20
10
0.0
1000.000 M) 4000 £000.0
No. | Tz | @Buv) | (cmim) |(dBuvim) |@Buvimy| (@8 | Petee
1 1158.266 29.64 -1.99 27.65 50.00 |-22.35| AVG
2 1166.597 41.83 -1.98 39.85 70.00 |-30.15| peak
3 1413.133 42 .40 -1.78 4062 70.00 |-29.38| peak
< 1418.207 29.86 -1.78 28.08 50.00 |-21.92| AVG
5 1923.203 30.01 -1.40 28.61 50.00 |-21.39| AVG
6 1926.652 42.39 -1.39 41.00 70.00 |-29.00| peak
F i 2756.980 32.08 -0.74 31.34 50.00 |-18.66| AVG
8 2781.790 44 .54 -0.72 43.82 70.00 |-26.18| peak
9 3530.356 44 .46 -0.14 44 32 74.00 |-29.68| peak
10 3536.687 32.45 -0.13 32.32 5400 |-21.68| AVG
1 5226.773 50.88 1.18 52.06 74.00 |-21.94| peak
12 5236.146 34.36 1.19 35.55 54.00 |-18.45| AVG

Notes:

ok wN~

An initial pre-scan was performed on the peak detector.
Quasi - Peak measurement were performed at the frequencies with maximized peak emission.

The emission levels of other frequencies are very lower than the limit and not show in test report.
Final Level = Reading level + Correct Factor.
Correct Factor = Antenna factor+ Cable loss factor - Amplifier factor.
Margin = Measurement Level-Limit.

N




5.3. LIMITS OF HARMONICS CURRENT
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IEC 555-2
Table - | Table - 1I
Equipment | Harmonic | Max. Permissible | Equipment | Harmonic | Max. Permissible
Category Order Harmonic Current | Category Order | Harmonic Current
n (in Ampers) n (in Ampers)
Odd Harmonics Odd Harmonics
3 2.30 3 0.80
5 1.14 5 0.60
7 0.77 7 0.45
Non 9 0.40 ™V 9 0.30
Portable 11 0.33 Receivers 11 0.17
Tools 13 0.21 13 0.12
or 15<n=39 | 0.15- 15/n 15<n=39 | 0.10 - 1&/n
TV Even Harmonics Even Harmonics
Receivers 2 1.08 2 0.30
4 0.43 4 0.15
8 0.30
8<n<40 0.23 - 8/n DC 0.05
EN 61000-3-2/IEC 61000-3-2
Equipment| Max. Permissible | Equipment | Harmonic Max. Permissible
Category | Harmonic Current Category Order Harmonic Current
(in Ampers) n (in A) (MmA/W)
3 2.30 3.4
Same as Limits 5 1.14 1.9
Class A Specified in Class D 7 0.77 1.0
4-2.1, Table - |, 9 0.40 0.5
but only odd 11 0.33 0.35
harmonics required 13<n=39 | see Table| 3.85/n
only odd harmonics required

N
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5.3.1. TEST PROCEDURE

a. The EUT was placed on the top of a wooden table 0.8 meters above the ground and operated
to produce the maximum harmonic components under normal operating conditions.

b. The classification of EUT is according to section 5 of EN 61000-3-2: 2000.The EUT is
classified as follows:

Class A: Balanced three-phase equipment, Household appliances excluding equipment as
Class D, Tools excluding portable tools, Dimmers for incandescent lamps, audio

equipment, equipment not specified in one of the three other classes.

Class B: Portable tools. Portable tools.; Arc welding equipment which is not professional
equipment.

Class C: Lighting equipment.

Class D: Equipment having a specified power less than or equal to600 W of the following
types: Personal computers and personal computer monitors and television

receivers.

c. The correspondent test program of test instrument to measure the current harmonics
emanated from EUT is chosen. The measure time shall be not less than the time necessary for
the EUT to be exercised.

d. For the actual test configuration, please refer to the related item —EUT Test Photos.

5.3.2. EUT OPERATING CONDITIONS

The EUT tested system was configured as the statements of 2.2 Unless otherwise a special operating
condition is specified in the follows during the testing.

5.3.3. TEST SETUP

Voltage Supply
To EUT

To AC Mains
Hower Suppnly Power Analyzer &
Power Source EUT

Mon-Metallic Tabm—f

5.3.4. TEST RESULTS

Note: The active input power of the EUT is less than 75W. No limits apply for equipment with an
active input power up to and including 75W
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5.4. VOLTAGE FLUCTUATION AND FLICKERS

5.4.1. LIMITS OF VOLTAGE FLUCTUATION AND FLICKERS

bl [EC555-3 L]mlt?chfEN 51000-3-3 DESEHptnhs
Pst = 1.0, Tp= 10 min. = 1.0, Tp= 10 min. Short Term Flicker Indicator
Pit N/A =0.65, Tp=2 hr. Long Term Flicker Indicator
dc = 3% =3.3% Relative Steady-State V-Chang
dmax = 4% < 4% Maximum Relative V-change
d () N/A < 3.3% for > 500 ms | Relative VV-change characteristic
5.4.2 TEST PROCEDURE

a. Harmonic Current Test:

Test was performed according to the procedures specified in Clause 5.0 of IEC555-2 and/or
Sub-clause 6.2 of IEC/EN 61000-3-2 depend on which standard adopted for compliance
measurement.

b. Fluctuation and Flickers Test:

Tests was performed according to the Test Conditions/Assessment of Voltage Fluctuations
specified in Clause 5.0/6.0 of IEC555-3 and/or Clause 6.0/4.0 of IEC/EN 61000-3-3 depend on
which standard adopted for compliance measurement.

c. All types of harmonic current and/or voltage fluctuation in this report are assessed by direct
measurement using flicker-meter.

d. For the actual test configuration, please refer to the related Item —EUT Test Photos.

5.4.3 EUT OPERATING CONDITIONS

The EUT tested system was configured as the statements of 2.2 Unless otherwise a special operating
condition is specified in the follows during the testing.

5.4.4 TEST SETUP

Voltage Supply
To EUT

To AC Mains
Hawer Supply Power Analyzer &
Power Source EUT

Hon-Metallic Tab-a—f

5.4.5 TEST RESULTS

N/A
Only AC products need to test this item, DC products are not applicable.
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6. EMC IMMUNITY TEST
6.1. GENERAL PERFORMANCE CRITERIA

According to ETSI EN 301 489-3 standard, the general performance criteria are as follows:

type 1

Criteria During the test After the test

Operate as intended

For equipment with primary function type
Il the communication link

shall be maintained

Operate as intended
No loss of function
For equipment with primary function

A .
E/gizllégesrmrxrgum performance shall NG loss of fupction
No degradation of performance
No unintentional responses No loss of stored data or user
programmable functions
Operate as intended
5 May be loss of function (one or more) Lost function(s) shall be self-recoverable

No degradation of performance

No loss of stored data or user
programmable functions

No unintentional responses

Note: please refer to ETSI EN 301 489-3 clause 6.2.
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According to ETSI EN 301 489-17 standard, the general performance criteria are as follows:

Criteria During the test After the test
Shall operate as intended. Shall operate as intended Shall be no
(see note 1). degradation of performance (see note 2)
A Shall be no loss of function. Shall be no loss of function Shall be no
Shall be no unintentional loss of stored data or user programmable
transmissions. functions

Functions shall be self-recoverable Shall

May show loss of function (one or more) operate as intended after recovering

May show degradation of performance

B (see note 1) No unintentional Shall be no degradation of performance
e (see note 2) Shall be no loss of stored
transmissions :
data or user programmable functions
Functions shall be recoverable by the
c May be loss of function (one or more) operator Shall operate as intended after

recovering Shall be no degradation of
performance (see note 2)

NOTE 1: Operate as intended during the test allows a level of degradation not below a minimum
performance level specified by the manufacturer for the use of the apparatus as intended. In some
case the specified minimum performance level may be replaced by a permissible degradation of
performance. If the minimum performance level or the permissible performance degradation is not
specified by the manufacturer then either of these may be derived from the product description and
documentation (including leaflets and advertising) and what the user may reasonably expect from the
apparatus if used as intended.

NOTE 2: Degradation of performance during the test is understood as a degradation to a level not
below a minimum performance level specified by the manufacturer for the use of the apparatus as
intended. In some case the specified minimum performance level may be replaced by a permissible
degradation of performance. If the minimum performance level or the permissible performance
degradation is not specified by the manufacturer then either of these may be derived from the product
description and documentation (including leaflets and advertising) and what the user may reasonably
expect from the apparatus if used as intended.

NOTE 3: No degradation of performance after the test is understood as no degradation below a
minimum performance level specified by the manufacturer for the use of the apparatus as intended. In
some case the specified minimum performance level may be replaced by a permissible degradation of
performance. After the test no change of actual operating data or user retrievable data is allowed. If
the minimum performance level or the permissible performance degradation is not specified by the
manufacturer then either of these may be derived from the product description and documentation
(including leaflets and advertising) and what the user may reasonably expect from the apparatus if
used as intended.
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PERFORMANCE FORTT

The performance criteria B shall apply, except for voltage dips of 100 ms and voltage interruptions of 5 000
ms duration, for which performance criteria C shall apply. Tests shall be repeated with the EUT in standby
mode (if applicable) to ensure that unintentional transmission does not occur. In systems using
acknowledgement signals, it is recognized that an acknowledgement (ACK) or not-acknowledgement
(NACK) transmission may occur, and steps should be taken to ensure that any transmission resulting from

the application of the test is correctly interpreted.
PERFORMANCE FOR TR

The performance criteria B shall apply, except for voltage dips of 100 ms and voltage interruptions of 5 000
ms duration for which performance criteria C shall apply. Where the EUT is a transceiver, under no
circumstances, shall the transmitter operate unintentionally during the test. In systems using
acknowledgement signals, it is recognized that an ACK or NACK transmission may occur, and steps should

be taken to ensure that any transmission resulting from the application of the test is correctly interpreted.
PERFORMANCE FOR CT

The performance criteria A shall apply. Tests shall be repeated with the EUT in standby mode (if applicable)
to ensure that unintentional transmission does not occur. In systems using acknowledgement signals, it is
recognized that an Acknowledgement (ACK) or Not Acknowledgement (NACK) transmission may occur, and
steps should be taken to ensure that any transmission resulting from the application of the test is correctly

interpreted.
PERFORMANCE FOR CR

The performance criteria A shall apply. Where the EUT is a transceiver, under no circumstances, shall the
transmitter operate unintentionally during the test. In systems using acknowledgement signals, it is
recognized that an ACK or NACK transmission may occur, and steps should be taken to ensure that any

transmission resulting from the application of the test is correctly interpreted.

6.2. GENERAL PERFORMANCE CRITERIA TEST SETUP
The EUT tested system was configured as the statements of 2.2 Unless otherwise a special operating
condition is specified in the follows during the testing.
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7. ESD TESTING

7.1 TEST SPECIFICATION

Basic Standard: IEC/EN 61000-4-2
Discharge Impedance: 330 ohm / 150 pF
Required Performance B
Discharge Voltage: Air Discharge:2kV/4kV/8kV (Direct)
Contact Discharge:2kV/4kV (Direct/Indirect)
Polarity: Positive & Negative
Number of Discharge: Air Discharge: min. 20 times at each test point

Contact Discharge: min. 200 times in total

Discharge Mode: AC Discharge
Discharge Period: 1 second minimum
7.2 TEST PROCEDURE

The test generator necessary to perform direct and indirect application of discharges to the EUT in the
following manner:

a. Contact discharge was applied to conductive surfaces and coupling planes of the EUT.
During the test, it was performed with single discharges. For the single discharge time
between successive single discharges was at least 1 second. The EUT shall be exposed to at least 200
discharges, 100 each at negative and positive polarity, at a minimum of four test points. One of the test
points shall be subjected to at least 50 indirect discharges to the center of the front edge of the
horizontal coupling plane. The remaining three test points shall each receive at least 50 direct contact
discharges.
If no direct contact test points are available, then at least 200 indirect discharges shall be applied in the
indirect mode. Test shall be performed at a maximum repetition rate of one discharge per second.
Vertical Coupling Plane (VCP):
The coupling plane, of dimensions 0.5m x 0.5m, is placed parallel to, and positioned at a distance 0.1m
from, the EUT, with the Discharge Electrode touching the coupling plane.
The four faces of the EUT will be performed with electrostatic discharge.
Horizontal Coupling Plane (HCP):
The coupling plane is placed under to the EUT. The generator shall be positioned vertically at a
distance of 0.1m from the EUT, with the Discharge Electrode touching the coupling plane.
The four faces of the EUT will be performed with electrostatic discharge.

b. Air discharges at insulation surfaces of the EUT.
It was at least ten single discharges with positive and negative at the same selected point.

c. For the actual test configuration, please refer to the related Iltem —EUT Test Photos.
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7.3 TEST SETUP
Mearest Wall
10 em
m
éSD Generator ESD Generator
—
Discharge Retumn T Diseha
| i I'QB
Cable to GRP ___ i \  Retum Cable
g \m GRP
To AC Main .
(0.5 mim)
Isolation Suppost WP 50 cmx 50 em
HCP. o ' :
&
(1.6m x 0.8m) Mon-Conductive Table
MW oM
80cm
M s7oxccM
1

/

T Ground Reference Plane(GRP) Bonded 1o PE

Note:

TABLE-TOP EQUIPMENT

The configuration consisted of a wooden table 0.8 meters high standing on the Ground Reference Plane.
The GRP consisted of a sheet of aluminum at least 0.25mm thick, and 2.5 meters square connected to the
protective grounding system. A Horizontal Coupling Plane (1.6m x 0.8m) was placed on the table and
attached to the GRP by means of a cable with 940k total impedance. The equipment under test, was
installed in a representative system as described in section 7 of IEC /EN 61000-4-2, and its cables were
placed on the HCP and isolated by an insulating support of 0.5mm thickness. A distance of1-meter minimum
was provided between the EUT and the walls of the laboratory and any other metallic structure.

FLOOR-STANDING EQUIPMENT

The equipment under test was installed in a representative system as described in section 7 of IEC/EN
61000-4-2, and its cables were isolated from the Ground Reference Plane by an insulating support
of0.1-meter thickness. The GRP consisted of a sheet of aluminum that is at least 0.25mm thick, and
2.5meters square connected to the protective grounding system and extended at least 0.5 meters from the
EUT on all sides.

N
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7.4 TEST RESULTS
Temperature: 25°C Relative Humidity: 45%
Pressure: 1010 hPa Test Voltage : DC 9V
Test Mode Mode 1
Mode Air Discharge Contact Discharge
Obser o
Testlevel (V) | 2 | 4 | 8 | 10| 2 | 4 | & | & | vation | Criterion | Result
Tes.t + -+ -+ -|+|-|+]-1+]-]+]-|+]-
Location
HCP A[A]A[A PASS
VCP A[A]A|A PASS
USB port A[AlA[A PASS
enclosure [ AlA|A|A|A|A TTLTR B PASS
slot AlA|A|A|A|A PASS
Button AlA|A|A|A|A PASS
Note:

1) P/N denotes the Positive/Negative polarity of the output voltage.

2) Test condition:
Direct / Indirect (HCP/VCP) discharges: Minimum 50 times (Positive/Negative) at each
point. Air discharges: Minimum 10 times (Positive/Negative) at each point.

3) N/A - denotes test is not applicable in this test report

4)There was not any unintentional transmission in standby mode

N
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RS TESTING

8.1 TEST SPECIFICATION

Basic Standard: IEC/EN 61000-4-3
Required Performance A
Frequency Range: 80 MHz - 6000 MHz
Field Strength: 3 V/im
Modulation: 1kHz Sine Wave, 80%, AM Modulation
Frequency Step: 1 % of fundamental
Polarity of Antenna: Horizontal and Vertical
Test Distance: 3m
Antenna Height: 0.8 m
Dwell Time: at least 3 seconds
8.2 TEST PROCEDURE

The EUT and support equipment, which are placed on a table that is 0.8 meter above ground and the testing
was performed in a fully-anechoic chamber.
The testing distance from antenna to the EUT was 3 meters.
The other condition as following manner:
a. The field strength level was 3V/m.

b. The frequency range is swept from 80 MHz to 6000 MHz, & 1400MHz - 2700MHz with the signal
80%amplitude modulated with a 1kHz sine wave. The rate of sweep did not exceed 1.5x 10-3 decade/s.
Where the frequency range is swept incrementally, the step size was 1% of fundamental.

c. Sweep Frequency 900 MHz, with the Duty Cycle:1/8 and Modulation: Pulse 217 Hz(if applicable)

d. The dwell time at each frequency shall be not less than the time necessary for the
EUT to be able to respond.

e. The test was performed with the EUT exposed to both vertically and horizontally
polarized fields on each of the four sides.

f. For the actual test configuration, please refer to the related Iltem —EUT Test Photos.
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8.3 TEST SETUP
Fiber H'., ,.f \/
Y
I sc = 0 [
Meter =1
S <
1 Power . EUT (:\;
Amplifier | {“:J
s
CCch ~ {
(| osmin)
GPIB 1.5m(h) =
/ /
Il:on’froller E‘ysteui / \ i r\a

Manitor

Note:

TABLE-TOP EQUIPMENT

The EUT installed in a representative system as described in section 7 of IEC/EN 61000-4-3 was placed on
a non-conductive table 0.8 meters in height. The system under test was connected to the power and signal
wire according to relevant installation instructions.

FLOOR-STANDING EQUIPMENT

The EUT installed in a representative system as described in section 7 of IEC/EN 61000-4-3 was placed on

a non-conductive wood support 0.1 meters in height. The system under test was connected to the power
and signal wire according to relevant installation instructions.
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8.4 TEST RESULTS

Temperature: 25°C Relative Humidity: 45%
Pressure: 1010 hPa Test Voltage : DC 9V
Test Mode Mode 1
Frequency RF Field R.F. :
Azimuth | Observation | Perform..| o o Judgment
Range (MHz) | Position | Field Strength Criteria
Front
3 V/m (rms) Rear
80~6000 H/V AM Modulated CT,CR A A PASS
1000Hz, 80% Left
Right
Note:

1) P/N denotes the Positive/Negative polarity of the output voltage.

2) N/A - denotes test is not applicable in this test report.

3) There was no change operated with initial operating during the test.
4) There was not any unintentional transmission in standby mode

N
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EFT/BURST TESTING

9.1 TEST SPECIFICATION
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Basic Standard:

IEC/EN 61000-4-4

Required Performance

B

Test Voltage: Power Line:1 kV
Signal/Control Line:0.5 KV

Polarity: Positive & Negative

Impulse Frequency: 5 kHz

Impulse Wave shape : 5/50 ns

Burst Duration: 15 ms

Burst Period: 300 ms

Test Duration:

Not less than 1 min.

9.2 TEST PROCEDURE

The EUT and support equipment, are placed on a table that is 0.8 meter above a metal ground plane
measured 1m*1m min. and 0.65mm thick min.
The other condition as following manner:

a. The length of power cord between the coupling device and the EUT should not exceed 1 meter.

b. Both positive and negative polarity discharges were applied.
c. The duration time of each test sequential was 1 minute

d. For the actual test configuration, please refer to the related Item —EUT Test Photos.

N
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9.3 TEST SETUP

MNearest VWal

=0 5m -
L=1m
EFT/Burst
e Ta AC Mains
Couping' : Supply
eoupl — =
Nebn:anc M‘"‘u i Protective GNIDH
—
I Ground Reference Plane (GRP)
B crm
Protectva GMND
Accordung
To Earth
— ,__; - — — ]
-""F'—..
Ground Reference Plane (GRP) Bonded to Earth
Li=L2=0.5m=/- 0.0.m
AT Mains Suppby Capaciinve
& Ceagsling

lamp Ls

% = Ground Relerence Plane
Ta Earth GO Connection {GRFP) Bonded 1o Earth
Acoreling T thee

MER's Specification lzclation Swppaort (10 oy

EF T/Burst
Giereratar

Coupling’
Decoupling
Metwork

Craices

Note:

TABLE-TOP EQUIPMENT

The configuration consisted of a wooden table (0.8m high) standing on the Ground Reference Plane. The
GRP consisted of a sheet of aluminum (at least 0.25mm thick and 2.5m square) connected to the protective
grounding system. A minimum distance of 0.5m was provided between the EUT and the walls of the
laboratory or any other metallic structure.

FLOOR-STANDING EQUIPMENT

The EUT installed in a representative system as described in section 7 of IEC/EN 61000-4-4 and its cables,
were isolated from the Ground Reference Plane by an insulating support that is 0.1-meter thick. The GRP
consisted of a sheet of aluminum (at least 0.25mm thick and 2.5m square) connected to the protective
grounding system.

9.4 TEST RESULTS

N/A
Only AC products need to test this item, DC products are not applicable.

N



10. SURGE TESTING

10.1 TEST SPECIFICATION
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Basic Standard:

IEC/EN 61000-4-5

Required Performance

B

Wave-Shape: Combination Wave
1.2/50 us Open Circuit Voltage
8 /20 us Short Circuit Current
Test Voltage: Power Line:0.5 kV, 1 kV, 2 kV

Surge Input/Output:

L1-L2, L1-PE, L2-PE

Generator Source:

2 ohm between networks

Impedance: 12 ohm between network and ground
Polarity: Positive/Negative
Phase Angle: 0/90/180/270

Pulse Repetition Rate:

1 time / min. (maximum)

Number of Tests:

5 positive and 5 negative at selected points

10.2 TEST PROCEDURE
a. For EUT power supply:

The surge is to be applied to the EUT power supply terminals via the capacitive coupling network.
Decoupling networks are required in order to avoid possible adverse effects on equipment not under
test that may be powered by the same lines, and to provide sufficient decoupling impedance to the
surge wave. The power cord between the EUT and the coupling/decoupling networks shall be 2meters
in length (or shorter).

. For test applied to unshielded unsymmetrically operated interconnection lines of EUT:

The surge is applied to the lines via the capacitive coupling. The coupling /decoupling networks shall not
influence the specified functional conditions of the EUT. The interconnection line between the EUT and
the coupling/decoupling networks shall be 2 meters in length (or shorter).

. For test applied to unshielded symmetrically operated interconnection /telecommunication lines of EUT:

The surge is applied to the lines via gas arrestors coupling. Test levels below the ignition point of the
coupling arrestor cannot be specified. The interconnection line between the EUT and the
coupling/decoupling networks shall be 2 meters in length (or shorter).

d. For the actual test configuration, please refer to the related Item —EUT Test Photos.
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10.3 TEST SETUP

ACIDC Fower Supply

— and Surge Yoltage
Coupling to EUT
To AC Mains Combination VWave
ar DC Power Generator
Supply
ED‘TJ/,—* Crecoupling Coupling | EUT
Metwork | Metwork : g

—= Moan-hetallic Table

10.4 TEST RESULTS

N/A
Only AC products need to test this item, DC products are not applicable.
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INJECTION CURRENT TESTING

11.1 TEST SPECIFICATION

Basic Standard: IEC/EN 61000-4-6

Required Performance A

Frequency Range: 0.15 MHz - 80 MHz

Field Strength: 3 Vrm.s.

Modulation: 1kHz Sine Wave, 80%, AM Modulation
Frequency Step: 1 % of fundamental

Dwell Time: at least 3 seconds

11.2 TEST PROCEDURE

The EUT and support equipment, are placed on a table that is 0.8 meter above a metal ground plane
measured 1m*1m min. and 0.65mm thick min.
The other condition as following manner:

a. The field strength level was 3V.

b. The frequency range is swept from 150 KHz to 80 MHz, with the signal 80%amplitude modulated with a
1kHz sine wave. The rate of sweep did not exceed 1.5x 10-3 decade/s. Where the frequency range is
swept incrementally, the step size was 1% of fundamental.

c. The dwell time at each frequency shall be not less than the time necessary for the
EUT to be able to respond.

d. For the actual test configuration, please refer to the related Item —EUT Test Photos.
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11.3 TEST SETUP

Shielding Room
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D 250 cm ‘
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Vi ground wire
Control System y,
Ground Reference Plane (GRP) Bonded to Earth
Attenuator
6dB/25W

For the actual test configuration, please refer to the related ltem —EUT Test Photos.

NOTE:

FLOOR-STANDING EQUIPMENT

The equipment to be tested is placed on an insulating support of 0.1 meters height above a ground
reference plane. All relevant cables shall be provided with the appropriate coupling and decoupling devices
at a distance between 0.1 meters and 0.3 meters from the projected geometry of the EUT on the ground
reference plane.

11.4 TEST RESULTS

N/A
Only AC products need to test this item, DC products are not applicable.
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12. VOLTAGE INTERRUPTION/DIPS TESTING

12.1 TEST SPECIFICATION

Basic Standard: IEC/EN 61000-4-11
100% reduction, 0.5 Cycle
Required Performance 100% reduction, 1.0 Cycle
30% reduction, 25 Cycles
Voltage Interruptions: 100% reduction, 250 Cycles
Test Duration Time: Minimum three test events in sequence
Interval between Event: Minimum ten seconds
Phase Angle: 0°/45°/90°/135°/180°/225°/270°/315°/360°
Test Cycle: 3 times
12.2 TEST PROCEDURE

The EUT shall be tested for each selected combination of test levels and duration with a sequence of
three dips/interruptions with intervals of 10 s minimum (between each test event). Each representative
mode of operation shall be tested. Abrupt changes in supply voltage shall occur at zero crossings of the
voltage waveform.

12.3 TEST SETUP
:?EAC Voltage Voltage Supply
g '“IS Dips to EUT BT
upply Generator
[D
[ ;=L s =1 ]
|—~ Mon-Metallic Table

For the actual test configuration, please refer to the related ltem —EUT Test Photos.
12.4 TEST RESULTS

N/A
Only AC products need to test this item, DC products are not applicable.
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13. PHOTOS OF TEST SETUP
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14. PHOTOS OF EUT

EUT Photo 1

EUT Photo 2
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EUT Photo 3

EUT Photo 4
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EUT Photo 5
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EUT Photo 7
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EUT Photo 11
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EUT Photo 13

50 60
10 20
I!.izlil

i
|

20 30 4g
.I_I |

10 20 30 40 50 60 70 80 90100

ﬂfm:n&ﬁ;w

Quuw g4 0z 0t cv 05 09 02 I8 06 0010} 02 OF OF

= 20z 06 OF 0S 09 0L 08

e T

(=]
-
o
(=]
b
o
-
=
@
=y
— =~
==
7
-]
L
o
<
(=]
(]
.9
(3]

06 001 o; oz oc ov 0S 09 0L 08 06
| | Al R T |

N




	1.Version
	2.TEST SUMMARY
	3.MEASUREMENT UNCERTAINTY
	3.1 TEST FACILITY
	3.2 MEASUREMENT UNCERTAINTY

	4.GENERAL INFORMATION
	4.1.GENERAL DESCRIPTION OF EUT
	4.2.DESCRIPTION OF TEST MODES 
	4.3. DESCRIPTION OF TEST SETUP
	4.4.DESCRIPTION TEST PERIPHERAL AND EUT PERIPHERAL
	4.5.MEASUREMENT INSTRUMENTS LIST

	5.EMC EMISSION TEST
	5.1.
	5.1.1.POWER LINE CONDUCTED EMISSION
	5.1.2.TEST PROCEDURE
	5.1.3.TEST SETUP
	5.1.4.
	5.1.5.

	5.2.RADIATED EMISSION MEASUREMENT
	5.2.1.LIMITS OF RADIATED EMISSION MEASUREMENT
	5.2.2.LIMITS OF RADIATED EMISSION MEASUREMENT
	5.2.3.TEST PROCEDURE
	5.2.4.TEST SETUP
	5.2.5.
	5.2.6.
	5.2.7.

	5.3.LIMITS OF HARMONICS CURRENT
	5.3.1.TEST PROCEDURE
	5.3.2.
	5.3.3.TEST SETUP
	5.3.4.TEST RESULTS

	5.4.VOLTAGE FLUCTUATION AND FLICKERS
	5.4.1.LIMITS OF VOLTAGE FLUCTUATION AND FLICKERS
	5.4.2 TEST PROCEDURE
	5.4.3 
	5.4.4 TEST SETUP
	5.4.5 TEST RESULTS


	6.EMC IMMUNITY TEST
	6.1.GENERAL PERFORMANCE CRITERIA
	6.2.GENERAL PERFORMANCE CRITERIA TEST SETUP

	7.ESD TESTING
	7.1 TEST SPECIFICATION
	7.2 TEST PROCEDURE
	7.3 TEST SETUP
	7.4 TEST RESULTS

	8.RS TESTING
	8.1 TEST SPECIFICATION
	8.2 TEST PROCEDURE
	8.3 TEST SETUP
	8.4 TEST RESULTS

	9.EFT/BURST TESTING
	9.1 TEST SPECIFICATION
	9.2 TEST PROCEDURE
	9.3 TEST SETUP
	9.4 TEST RESULTS

	10.SURGE TESTING
	10.1 TEST SPECIFICATION
	10.2 TEST PROCEDURE
	10.3 TEST SETUP
	10.4 TEST RESULTS

	11.INJECTION CURRENT TESTING
	11.1 TEST SPECIFICATION
	11.2 TEST PROCEDURE
	11.3 TEST SETUP
	11.4 TEST RESULTS

	12.VOLTAGE INTERRUPTION/DIPS TESTING 
	12.1 TEST SPECIFICATION
	12.2 TEST PROCEDURE
	12.3 TEST SETUP
	12.4 TEST RESULTS

	13.PHOTOS OF TEST SETUP
	14.PHOTOS OF EUT

